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APPLICATIONS for tubular motors
Application: Apartment, Villa, Hotel, Offices...
PARAMETERS GET AUTOMATED, GET NOTICED
MODELNO, | TORQUE | RPM | VOLTAGE | POWER | CURRENT | IPCLASS TU B U I_AR M OTO Rs ACCESSO RI Es
AM35-6/28 5 4] 28 220V AC 1150 0.485A IP 44
4] 28 1150 0.4854 IP 44
4] 28 220V AC 1150 0.485A IP 44
M45-10/305 10 30 1700 IP 44
AM45-10/30 E 10 a0 170W IP 44 ¥ s K i
AMA5-10/30 EL i0 30 170N IP 44 Roller Blinds Projector Screen
AMAB-10117 5 10 17 220V AC 115W 0.508A IP 44
AMAS-10117 E 10 17 220V AC 1150 0.5084 P 44 WHAT TYPE OF MOTOR YOU ARE Crown Wheel Stopper 180° bracket 90° bracket
LOOKING FOR ? N.M.
CHARACTERISTICS
» POWERED BY 220V AC, QUIET RUNNING DB BELOW 48dB ,T(OL%%E( (s 2#'{,'{’,‘;,‘,’,‘?5&,5“;’,:?,5’_ :-;' . - ﬁ
» PRECISE LIMIT SWITCH, REPEAT LIMITING PRECISE TO -/+ 3 % = 25MM X 50KGS /100 = 12.5N.M.
= (AN BE USED FOR MOTORISED PRODUCTS FROM 10 KGS TO 150 KGS
e MAXIMUM LIMIT CIRCLE TO 50 :
i Rolling heavy track °
« OUR TUBULAR MOTOR HAS THE SHORTEST DISTANCE BETWEEN THE BRACKET AND FABRIC THEREBY ENHANCING THE BEAUTY OF THE BLIND. Driver bracket Idler bracket Tube g heavy 135 bracket

» SPECIAL ELECTRONIC LIMIT SETTING TUBULAR MOTORS FOR BIGGER HEIGHT BLINDS ALSO AVAILABLE
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